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Avenue des Pâquiers 1 T: +41 32 729 95 10

CH-2072 St-Blaise F: +41 32 729 95 19

Datasheet for #sbcw12358 DN

Recommendations:

Please read the User Manual and have a look at the FAQ at
http://www.alpeslasers.ch/?a=142

WARNING: Operating the laser with higher current or voltage than
specified in this document may cause damage and will result in loss of
warranty, unless Alpes Lasers has permitted to do so!

WARNING: Beware of the polarity of the laser. This laser has to be
powered with negative current on the laser contact (= bonding pad, corre-
sponding to the label ”laser” on the LLH) and the positive current on the
base contact (= submount, corresponding to the label ”base” on the LLH).
To be used with a high compliance CW laser driver capable of reaching
the operating current and voltage indicated in this datasheet, or up to
2.5A/20V.
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Figure 1: Mechanical and electrical interface for #sbcw12358 DN
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Figure 2: Output power as a function of the singlemode emission frequencies and tem-
peratures
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Figure 3: Applied DC current as a function of singlemode emission frequencies and tem-
peratures
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λ[nm] ν[cm−1] P[mW] Temp[◦C] ULASER[V] I[A]
4687 2133.5 0.7 -20 10.87 0.09
4688.1 2133.1 15.6 -20 11 0.111
4689.2 2132.5 34.6 -20 11.16 0.131
4690.4 2132 55.7 -20 11.33 0.152
4691.6 2131.5 80.7 -20 11.51 0.173
4692.8 2130.9 108 -20 11.71 0.195
4694.1 2130.3 135.2 -20 11.91 0.215
4690.3 2132.1 1 -10 10.85 0.094
4691.2 2131.6 11.4 -10 10.95 0.111
4692.4 2131.1 27.6 -10 11.11 0.132
4693.6 2130.6 48.3 -10 11.29 0.153
4694.8 2130 70.6 -10 11.47 0.173
4696.1 2129.4 96.6 -10 11.66 0.194
4697.5 2128.8 121.3 -10 11.87 0.215
4693.7 2130.5 0.5 0 10.83 0.098
4694.4 2130.2 6.8 0 10.91 0.111
4695.6 2129.7 21.8 0 11.07 0.132
4696.8 2129.1 38.9 0 11.24 0.152
4698.1 2128.5 60.5 0 11.42 0.173
4699.5 2127.9 84.6 0 11.63 0.194
4701 2127.2 108.3 0 11.84 0.216
4697.3 2128.9 0.5 10 10.84 0.106
4698.8 2128.2 14.2 10 11.01 0.13
4700.1 2127.6 30.2 10 11.19 0.152
4701.4 2127 48.8 10 11.38 0.172
4702.9 2126.4 69.9 10 11.58 0.193
4704.4 2125.7 91.9 10 11.8 0.214
4700.9 2127.3 0.6 20 10.84 0.112
4702.1 2126.7 9.5 20 10.98 0.131
4703.5 2126.1 24.1 20 11.16 0.152
4704.9 2125.4 41.4 20 11.35 0.173
4706.4 2124.8 60.3 20 11.55 0.194
4708 2124 80.5 20 11.78 0.215
4704.7 2125.5 0.8 30 10.86 0.12
4705.5 2125.2 5.2 30 10.95 0.131
4706.9 2124.5 17.4 30 11.12 0.152
4708.4 2123.9 33.4 30 11.32 0.173
4710 2123.1 49.8 30 11.53 0.194
4711.6 2122.4 67.2 30 11.74 0.215
4708.7 2123.7 0.9 40 10.91 0.129
4710.3 2123 11.6 40 11.09 0.152
4711.9 2122.3 24.6 40 11.28 0.173
4713.5 2121.6 39 40 11.48 0.194
4715.2 2120.8 54 40 11.7 0.214
4712.8 2121.9 0.9 50 10.96 0.139
4713.8 2121.4 6.7 50 11.06 0.152
4715.4 2120.7 16.8 50 11.24 0.172
4717.1 2120 29 50 11.44 0.193
4718.8 2119.2 41.8 50 11.66 0.214

continued on next page
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λ[nm] ν[cm−1] P[mW] Temp[◦C] ULASER[V] I[A]

Table 1: Singlemode optical output power as function of operating parameters.
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Figure 4: voltage and avg power vs current in continuous-wave operation (the solid squares
indicate the maximum singlemode emitted power)

Note: at -20C: Ith=0.09A / Vth=10.9V (2-wires measurements). Maximum operation
current: 0.22A for all temperatures.

4 #sbcw12358 DN



-0
.2 0

 0
.2

 0
.4

 0
.6

 0
.8 1

 1
.2

 2
12

0
 2

12
2

 2
12

4
 2

12
6

 2
12

8
 2

13
0

 2
13

2
 2

13
4

Spectral density (normalized to 1) 

W
av

en
um

be
r 

[c
m

-1
]

F
ig

ur
e 

3:
 s

pe
ct

ra
 a

t d
iff

er
en

t t
em

pe
ra

tu
re

s 
fo

r 
va

rio
us

 D
C

 c
ur

re
nt

s 

-20C 0.090A 

-20C 0.111A 

-20C 0.131A 

-20C 0.152A 

-20C 0.173A 

-20C 0.195A 

-20C 0.215A 

-10C 0.094A 

-10C 0.111A 

-10C 0.132A 

-10C 0.153A 

-10C 0.173A 

-10C 0.194A 

-10C 0.215A 

0C 0.098A 
0C 0.111A 

0C 0.132A 

0C 0.152A 

0C 0.173A 

0C 0.194A 

0C 0.216A 

10C 0.106A 

10C 0.130A 

10C 0.152A 

10C 0.172A 

10C 0.193A 

10C 0.214A 

20C 0.112A 

20C 0.131A 

20C 0.152A 

20C 0.173A 

20C 0.194A 

20C 0.215A 

30C 0.120A 

30C 0.131A 

30C 0.152A 

30C 0.173A 

30C 0.194A 

30C 0.215A 

40C 0.129A 

40C 0.152A 

40C 0.173A 

40C 0.194A 

40C 0.214A 

50C 0.139A 

50C 0.152A 

50C 0.172A 

50C 0.193A 

50C 0.214A 

5 #sbcw12358 DN


